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machinery, and equipment to be as-
sured that it is in a satisfactory condi-
tion.

(b) In general, the scope of the rein-
spection shall be the same as for the
annual inspection, but will be in less
detail unless it is determined that
major change has occurred since the
last annual inspection.

§ 71.30–10 Inspector not limited.

(a) Nothing in this subpart shall be
construed as limiting the inspector
from making such tests or inspections
as he deems necessary to be assured of
the safety and seaworthiness of the
vessel.

(b) [Reserved]

Subpart 71.40—Inspection After
Accident

§ 71.40–1 General or partial survey.

(a) A survey, either general or par-
tial, according to the circumstances,
shall be made every time an accident
occurs or a defect is discovered which
affects the safety of the vessel or the
efficacy or completeness of its lifesav-
ing appliances, fire-fighting or other
equipment, or whenever any important
repairs or renewals are made. The sur-
vey shall be such as to insure that the
necessary repairs or renewals have
been effectively made, that the mate-
rial and the workmanship of such re-
pairs or renewals are in all respects
satisfactory, and that the vessel com-
plies in all respects with the regula-
tions in this subchapter.

(b) [Reserved]

Subpart 71.45—Sanitary
Inspections

§ 71.45–1 When made.

(a) An inspection of passenger and
crew quarters, toilet and washing
spaces, serving pantries, galleys, etc.,
shall be made, in general, at least once
in every month. If the route of the ves-
sel is such that it is away from a
United States port for more than one
month, an inspection shall be con-
ducted at least once every trip.

(b) [Reserved]

Subpart 71.50—Drydocking

§ 71.50–1 Definitions relating to hull
examinations.

As used in this part—
(a) Drydock examination means haul-

ing out a vessel or placing a vessel in a
drydock or slipway for an examination
of all accessible parts of the vessel’s
underwater body and all through-hull
fittings.

(b) Internal structural examination
means an examination of the vessel
while afloat or in drydock and consists
of a complete examination of the ves-
sel’s main strength members, including
the major internal framing, the hull
plating, voids, and ballast tanks, but
not including cargo or fuel oil tanks.

[CGD 84–024, 52 FR 39652, Oct. 23, 1987, as
amended by CGD 84–024, 53 FR 32231, Aug. 24,
1988; CGD 95–028, 62 FR 51204, Sept. 30, 1997]

§ 71.50–3 Drydock and internal struc-
tural examination intervals.

(a) Each vessel making international
voyages must undergo a drydock and
internal structural examination once
every 12 months.

(b) Except as provided in paragraphs
(c) through (f) of this section, each ves-
sel not making international voyages
must undergo a drydock and internal
structural examination as follows:

(1) Except as provided in paragraph
(b)(2) of this section, vessels that oper-
ate in salt water must undergo two
drydock and two internal structural
examinations within any five year pe-
riod. No more than three years may
elapse between any two examinations.

(2) Vessels 20 years of age or older
that operate in salt water and accom-
modate overnight passengers must un-
dergo drydock and internal structural
examinations at intervals not to ex-
ceed 18 months.

(3) Vessels that operate in fresh
water at least six months in every 12
month period since the last drydock
examination must undergo drydock
and internal structural examinations
at intervals not to exceed five years.

(c) Vessels with wooden hulls must
undergo two drydock and two internal
structural examinations within any
five year period regardless of the type
of water in which they operate. No
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more than three years may elapse be-
tween any two examinations.

(d) If, during an internal structural
examination, damage or deterioration
to the hull plating or structural mem-
bers is discovered, the Officer in
Charge, Marine Inspection, may re-
quire the vessel to be drydocked or oth-
erwise taken out of service to further
assess the extent of the damage and to
effect permanent repairs.

(e) Each vessel which has not met the
applicable examination schedules in
paragraphs (a) through (d) of this sec-
tion because it is on a voyage, must
undergo the required examinations
upon completion of the voyage.

(f) The Commandant (G–MOC) may
authorize extensions to the examina-
tion intervals specified in paragraph
(a) through (c) of this section.

[CGD 84–024, 52 FR 39652, Oct. 23, 1987, as
amended by CGD 84–024, 53 FR 32231, Aug. 24,
1988; GCD 95–072, 60 FR 50463, Sept. 29, 1995;
CGD 96-041, 61 FR 50729, Sept. 27, 1996]

§ 71.50–5 Notice and plans required.

(a) The master, owner, operator, or
agent of the vessel shall notify the Of-
ficer in Charge, Marine Inspection,
whenever the vessel is to be drydocked,
regardless of the reason for
drydocking.

(b) Each vessel, except barges, that
holds a Load Line Certificate must
have on board a plan showing the ves-
sel’s scantlings. This plan must be
made available to the Coast Guard ma-
rine inspector whenever the vessel un-
dergoes a drydock examination or in-
ternal structural examination or when-
ever repairs are made to the vessel’s
hull.

(c) Each barge that holds a Load Line
Certificate must have a plan showing
the barge’s scantlings. The plan need
not be maintained on board the barge
but must be made available to the
Coast Guard marine inspector when-
ever the barge undergoes a drydock ex-
amination or internal structural exam-
ination, or whenever repairs are made
to the barge’s hull.

[CGD 84–024, 52 FR 39652, Oct. 23, 1987]

Subpart 71.53—Integral Fuel Oil
Tank Examinations

§ 71.53–1 When required.

(a) Each fuel oil tank with at least
one side integral to the vessel’s hull
and located within the hull (‘‘integral
fuel oil tank’’) is subject to inspection
as provided in this section. Each inte-
gral fuel oil tank is subject to inspec-
tion as provided in this section. The
owner or operator of the vessel shall
have the tanks cleaned out and gas
freed as necessary to permit internal
examination of the tank or tanks des-
ignated by the marine inspector. The
owner or operator shall arrange for an
examination of the fuel tanks of each
vessel during an internal structural ex-
amination at intervals not to exceed
five years.

(b) Integral non-double-bottom fuel
oil tanks need not be cleaned out and
internally examined if the marine in-
spector is able to determine by exter-
nal examination that the general con-
dition of the tanks is satisfactory.

(c) Double-bottom fuel oil tanks on
vessels less than 10 years of age need
not be cleaned out and internally ex-
amined if the marine inspector is able
to determine by external examination
that the general condition of the tanks
is satisfactory.

(d) All double-bottom fuel oil tanks
on vessels 10 years of age or older but
less than 15 years of age need not be
cleaned out and internally examined if
the marine inspector is able to deter-
mine by internal examination of at
least one forward double-bottom fuel
oil tank, and by external examination
of all other double-bottom fuel oil
tanks on the vessel, that the general
condition of the tanks is satisfactory.

(e) All double-bottom fuel oil tanks
on vessels 15 years of age or older need
not be cleaned out and internally ex-
amined if the marine inspector is able
to determine by internal examination
of at least one forward, one amidships,
and one aft double-bottom fuel oil
tank, and by external examination of
all other double-bottom fuel oil tanks
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